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1 ENSAYOS DE REACTIVIDAD DEL HIDROLIZADO DE | i i P e esiieT
: COLAGENO CON LOS BLANQUEANTES OPTICOS \ : / 0 2o Blanqueantes
| Y CON LOS COLORANTES oo 9 opticos
] Nt & 0 /" Entre los distintos blanqueantes
1 Se realizan ensayos con diversos tipos de blanqueantes ‘\1 o 0»// 6pticos ensayados, se determina un
1y colorantes mezclados con solucion de hidrolizado de Sl ‘,/' i blanqueante o6ptico capaz de intensificar
1 colageno a diferentes concentraciones y pHs. Lo T &,’ la blancura del algodén.
1 1 ’
E Se determinan los factores que influencian la reactividad, i Q’Q':' Se observa que al anadir la solucidn de hidrolizado de
1y se seleccionan las condiciones de aplicacion del ! —we’ coldgeno al bario junto con el blanqueante seleccionado,
1 hidrolizado de colageno en el textily en el cuero. : &'/l mejora el indice de blanco del algoddn.
] 1 4
i Se optimizan los procesos y las condiciones de E ¢ No se observan diferencias significativas
1 aplicacion. [ en la aplicacidn de las fracciones de péptidos
] JUPELE LN - ! de distinto peso molecular.
] ,’ So 1
E LenTTTTT .. R ™ E Colorantes
: I,’ \\ ! f El tratamiento del algodén con el hidrolizado de colageno no
s kY : | ) permite obtener tejidos de color mas intenso:
;o Voo ! ; ® Colorantes directos: Es posible aplicarlos sin sal y el bano de tintura
;! . ! 1 pue_de reut/l/z_arse. Para este tipo de colorantes, _la apli_cacién de
b Y ;! [ § péptidos de bajo peso molecular aumenta mas la intensidad de la
TN '\ K m“,' tintura en comparacidn con los péptidos de otro peso molecular.
] N S \\ /' Il I
E ‘\\ //' \\ ’/' i,' 1 ® Colorantes reactivos: No tienen ningin efecto positivo con el uso de
: Tt . AR . & hidrolizado de coldgeno. No obstante, se observa distinto comportamiento de
! cada fraccion molecular en la tintura.
Optical brighteners
The most appropriate optical brightener is selected from various
h'eggg'gggg SEEEL%SE?I'XLgEOPR'II'EQ(X[“Q;IYGEII%E:I’EEQ commercial samples to intensify whiteness. It is observed that:
AND DYESTUFFS The whiteness index of cotton improves when hydrolyzed collagen
is added to the bath with the selected optical brightener.
Different optical brighteners and dyestuffs are mixed
with hydrolyzed collagen solution at different No significant differences in the application of the
concentrations and pHs. fractions of peptides of different molecular weight are observed.
Factors that have effect on the reactivity are Dyestuffs
determined and the conditions of application Colours in cotton are not intensified when they are treated
of hydrolyzed collagen on textile and with hydrolyzed collagen:
leather are selected.

® Direct dyes: It is possible to apply them without salt and there
is a possibility of dyebath reuse. For this kind of dyes, the
application of peptides of low molecular weight increases

4
The processes and application conditions are opt|m|sed 4
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, s’ S N 1 the intensity of the dyeing compared to the peptides of
Vs \ ,’ other molecular weights.
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/ \ : ® Reactive dyes: They have no positive effect with
. \ 1 the use of hydrolyzed collagen. But each
: ‘I \ molecular fraction behaved differently
\ ! “ when dyed using this dye.
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Blanqueantes 6pticos \::*e,/
Entre los distintos blanqueantes s:

dpticos ensayados, se determina ~\
un blanqueante o6ptico capaz de \\s{
intensificar la blancura del cuero, y se A )

' .
evidencia que: AN
N
Y
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La aplicacidn del blanqueante aumenta el grado de \\\o
blancura de las pieles, no observdndose mejora en la N w
aplicacion del hidrolizado. N

No se observan diferencias significativas en la aplicacién de \‘Q it
A

\’

las fracciones de péptidos.

Colorantes

En el caso de la tintura, se ha desarrollado una formulacién
con hidrolizado de colédgeno que mejora la intensidad de
tintura. Se evidencia distinto comportamiento de cada fraccion
molecular segun el tipo de colorante ensayado:

® Para el colorante tipo anidnico, la aplicacion de péptidos de alto
peso molecular aumenta la intensidad de la tintura pero reduce la
igualacidn.

® Para el colorante tipo complejo metalico, se observan pocas diferencias
cuando se aplica el hidrolizado; los péptidos de bajo peso molecular
aumentan ligeramente la intensidad de la tintura y se obtienen pieles
igualadas de color.

Optical brighteners
An optical brightener is selected among commercial samples to
intensify whiteness. It is observed that:

The addition of the selected optical brightener increases the whiteness of
the leather but it doesn’t improve with the addition of hydrolyzed collagen.

No significant differences are found with different fractions of peptides.

Dyestuffs

A formulation with dyestuff and hydrolyzed collagen was
developed. Colors in leathers are intensified when they are
treated with hydrolyzed collagen. Different behaviors of each
molecular fraction are observed according to the type of
dyestuff tested:

® For the anionic dye, the application of peptides of high
molecular weight increases the intensity of the dyeing
but it reduces the levelness. Lo 7
® for the metal complex dye, less differences ,"
are found with hydrolyzed collagen; the /|
application of peptides of low molecular
weight increases slightly the
intensity and the levelness.
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PROCESOS
Proceso de blanqueo dptico y de tintura del algodon:

Se realizan ensayos control sin hidrolizado proteico, con
hidrolizado de coldgeno completo y con distintas fracciones
de distinto peso molecular.
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i Se afade una solucién de hidrolizado de coldgeno con
! diferentes tipos de blanqueantes dpticos y con diferentes
! tipos de colorantes: colorante directo y colorante reactivo.
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Se optimizan los procesos y las condiciones de aplicacion.

Proceso de blanqueo dptico y de tintura del cuero curtido
al cromo:

Se realizan ensayos control sin hidrolizado proteico, con
hidrolizado de colageno completo y con distintas fracciones
de distinto peso molecular.
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‘\‘m Se afade una solucién de hidrolizado de colédgeno con
IR, diferentes tipos de blanqueantes dpticos y con diferentes
tipos de colorantes: colorante anidnico y colorante de
'°complejo metalico.
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Se optimizan los procesos y las condiciones de aplicacion.

PROCESSES
Optical brightening and dyeing processes for cotton:

Following tests are carried out: control tests without
hydrolyzed protein, tests with total hydrolyzed collagen
and tests with different molecular weight fractions.

Hydrolyzed collagen solution is added to different optical
brighteners and the direct and reactive dyestuffs.

The processes and the conditions of application are
optimized.

Optical brightening and dyeing processes for the
chrome tanned leather:

Following tests are carried out: control tests without
hydrolyzed protein, tests with total hydrolyzed collagen
and tests with different molecular weight fractions.

Hydrolyzed collagen solution is added to different optical
brighteners and the dyestuffs: anionic dye and metal
complex dye. -

The processes and the conditions of application are ',"
optimized. g




